Style
M8 socket, flush panel mount
5 pin, B-coding

Ratings
Voltage: 30 V
Current: 3A
Ingress protection: IP67

Operating Temperature Range
-40 - 105 C°, relative humidity of 85% or less

Materials
@ Insulator: Nylon, PA66 + 33% GF, black

@ Shell: C3771 brass, nickel plated
@ Pin: C3771 brass, gold plated

@ Nut: C3771 brass, nickel plated e
@ O-ring: Silicone rubber
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@ Epoxy: Epoxy resin Not to Scale Panel cutout (M11)
Bl ccalR . @ Panel thickness (5mm max.)
ectrical Requirements T .0.09 N
Dielectric strength: 1 min @ 500 Vac . eraue "
Insulation resistance: 100 MQ @ 500 Vdc (5.3) Install from outside of the panel,
Contact resistance: 10 mQ or less attach nut and tighten from within.
Mechanical Requirements 18.7

Life cycle: 500 mating cycles

Environmental Requirements
Salt spray test: 35 °C, relative humidity 90-95%, 5% NaCl
mist for 48 hours
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(flat to flat)

Compatibility
Maximum wire gauge: 24 AWG

(AUEATL AL T

To see a custom version of this cable assembly, call Tensility at 541-323-3228 or email engineering@tensility.com
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